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Mar-Lan has four departments to serve you better.

TR &

Control Panel Manufacturing
e Insert Molding e Computerized Engraving
* Custom Molded Parts e Customized Fit
e Various Size Machines e In-house/On Site Designing
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Wire Harness Skin“I"lulckaging

e Wire Cutting & Stripping e 18 x 24 Inch Card Limit

e Reliable Termination e Bar Codes

o All Industry Applications  Our Cards or Yours
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2631 Myrtle Springs Ave. ¢ Dallas, TX 75220 Toll FREE: 888-358-8122
P.O. Box 541553 ¢ Dallas, TX 75354-1553 Email: info@marlanindustries.com

Phone: 214-357-6571 Fax: 214-902-8548 Web page www.marlanindustries.com



2000

AGC GLASS FUSES

Medium acting, standard for cors, trucks, boats. Al
amperages are 1 1/4" long with 1/4" diameter.
Available in 5, 10, 15, 20, 30, 40 end 50 omp. Add
amp value behind 2000 for correct part number.
Example 2000-10. Other amps by special order, mini-
mum 100 fuses and 525.00 erder, call for details.

2001

ATO FUSES

Fuses are stondard for 12 volt applications on cars,
trucks and boats. Comes in 5, 10, 15, 20 and 30 amp.
Add amp value behind 2001 for correct part number.
Exomple 2001-20. Fits our 2012-14 ATO fuse holder.

2008

MATURAL FUSE COVERS

2009

YELLOW FUSE COVERS

2010

BLACK FUSE COVERS

Fuse covers ore molded of high strength polypropylens
for heat, oil and chemicol resistance. Both hinge:rund
closer edge will withstond many uses, fits 2000 series
fuses. Add -01 for 16-14, or -02 for 12-10 gouge
wire. Exomple 2010-01 = 14-14 gouge block cover.

NOTE: FOR ALL FUSE LOOPS! - If fuse amperage is
not specified, Loops come as 1éga - 10 amp, 14ga -
15 amp, 12ga - 20 amp,10ga - 30 amp. Fuse loop
wire type, length and color con be made to your spec-
ifications. 10go thru 16go are available, minimum 6"
leads.

2008-10 1o 16

2009-10 1o 16

2010-10 te 16

FUSE LOOPS

Fuse loops are made with 10 thru 14 gauge marine
105°C red wire B"long, with a fold over cover and o
2000 series fuse. Example - 2009-14-20 is a yellow
cover, 14 gouge wire and o 20 amp fuse.
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2011-08

2011-10
2011-12
2011-14
2011-16

DUAL WATER TIGHT LOOP
2013-10
2013-12
2013-14
2013-16

.--I

2 2012-14

2011-08 TO 16

WATER TIGHT

FUSE LOOPS

In-line fuse loops are made with 8 thru 16 gauge
marine 105°C red wire 8" long, with non-breakable
heat resistant plastic molded directly to the wire. This
push together loop is great around damp and dusty
environments. See note under fuse loops for fuse
amperage (8ga fuse loop comes standard with a 50
amp fuse), or order them without a fuse. Example
2011-10-0 is a 10 gauge loop with no fuse.

2013-10to 16

DUAL WATERTIGHT

Made with the same quality materials as our single, this
10" loop comes with pocket for spare fuse, enabling
you to get back underway with a minimum of fuss. See
note under fuse loop how to order amperage or order
with no fuse. Example - 2013-14-0 is a 14ga loop
with no fuse. Fuse loops come standard with 2 fuses.

2012-14 ATO FUSE HOLDER
Made of flexible PVC plastic, molded to 14 gauge
marine 105°C red wire, 8" long. Fuse not included.



2016 FUSE BLOCKS

2019 FUSE BLOCKS

Molded of tough weather resistant thermoplastic. Al
solid brass .250 tabs on both 2016 - 6 circuit and
2019 - nine circuit fuse block. Fits 2000 series fuses.
Excellent for under dash mounting.

4041 ATO FUSE BLOCK
This fuse block accommodates 14 circuits, can be inter-
locked with more blocks to create unlimited fuse protec-
tion. Fuses not included.

2100 PANEL MOUNT FUSE HOLDER

These holders have 1/4" slip-on male tabs, mount in
1/2" diameter hole, in panel material up to 1/4" thick-
ness. Twist lock cap, rubber washer and mounting nut

included. Fuse not included.
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2200-40
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2205- 05 Panel Mt. Circuit Breaker
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2205-10
2205-20
i i 2201-20
2201-35
2201-40
2201-50

2202BP-RED Circuit Breaker Bracket

2200-05

2200-50

2200-40

PANEL MOUNT CIRCUIT BREAKER

Mounts in 1/2" diameter hole, up to 1/4" panel thick-
ness. Mounting hardware included. #8 brass screw
terminals.

2205-05

2205-10

2205-20

PANEL MOUNT CIRCUIT BREAKER

These breakers have 1/4" male slip-on tabs. Mount in
3/8" diameter hole, up to 1/4" panel thickness.
Mounting hardware included.

2201-50

2201-20

2201-35

2201-40

IN-LINE CIRCUIT BREAKERS

Breakers have manual reset button (meeting marine
specs) gives overload protection in marine and automo-
tive applications. Solid brass nuts included for #10
terminal mounting bolts

2202BP-RED

CIRCUIT BREAKER BRACKET

Insulated brass bracket for 2201 series in-line circuit
breakers allows for mounting breaker directly to battery
post for easy access.

Minimum order 50 pcs bulk.

Other colors avilable in lots of 500 pes.



5045-10
FLANGE

Grey plastic flange made lightweight and durable for
permanent mounting.

5046-10

FLANGE PLUG

Used with 5045-10 flange makes an excellent through
transom drain. Plug floats for easy rescue.

5047-10
FLANGE/PLUG

Plug and flange set available in grey.

5049
DRAIN PLUG

Adjustable fit, twist fo tighten.
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5300-01

5301-01

5379 FLAT BOTTOM WASHER

5380 SNAP CAP

5300-01

5301-01

INSTRUMENT HOLE COVERS

Attractive cover leaves option for a gauge to be added
or covers up where one was removed. Backup bracket
and #8 stainless steel screw are included. 5300 = 2"
cover, 5301 =3 1/2" cover.

5379 BOTTOM WASHER
Flat washer to be used with #5380 snap cap.

5380 SNAP CAP
Black cap to be used with #5379 washer, covers
unsightly panel mounting screws.



5002 MOLDED PLUG

5003 MOLDED PLUG

5004 MOLDED PLUG

5005 MOLDED RECEPTACLE

5006 MOLDED PLUG

Molded plugs and receptacles have applications in
automotive, marine and industrial products. Those listed
are a standard item in our manufacturing program. Let
Mar-Lan submit a proposal of your production require-
ments. Send drawing and requests to:

Mar-Lan Industries Eng. Dept.
PO. Box 541553
Dallas, TX 75354-1553

Other molded plugs available on request are shown
below. For molding purposes all terminal locations can
accommodate .103 to .125 O.D. insulation. Any
variation to this requires a tooling charge.

All plugs shown are face view.
All terminals are ®.180 Male O.180 Female

4WAY 4WAY 6WAY 6WAY 8WAY 8 WAY
FEMALE MALE FEMALE MALE FEMALE  MALE

oooo 00
X [EXe [eXe] CKJ [oXe] LX)
EEB

ole o

5007
25’ WISHBONE TRAILER HARNESS
Comes with standard color code and molded plug.

5555

COVER UP RECEPTACLE

Receptacle mounts into 1 1/4" diameter hole on certain
pick-up bumpers, or use with #5558 mounting bracket.
30" 16ga leads, standard trailer color code, mates with
most flat 4 pole trailer plugs, including our 5007 25’
Wishbone Trailer Harness.

5558

MOUNTING BRACKET

Installs under tow ball. Fits #5555 receptacle. Bent at
90° angle.
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5010-02
12 volt troll motor male plug 2/10ga leads 6"

5010-28
12 volt troll motor male plug 2/8ga leads 6"

5010-03
12/24 volt troll motor male plug 3/10ga leads 6"

5010-38
12/24 volt troll motor male plug 3/8ga leads 6"

5010-12
12 volt troll motor female plug 2/10ga leads 6"

5010-13
12/24 volt troll motor female plug 3/10ga leads 6"

12 VOLT PLUGS ARE ALSO USED ON BATTERY
CHARGERS

5090-02
12 volt troll motor male plug 90" 2/10ga leads 6"

5090-03
12/24 volt troll motor male plug ?0° 3/10ga leads 6"

5090-12
12 volt troll motor female plug 90" 2/10ga leads 6"

3090-13
12/24 volt troll motor female plug 3/10ga leads 6"



WHEN PLUGGED IN, 5090 SERIES PLUG WIRE ARE 90" TO
PANEL, HELPS KEEP WIRES OUT OF THE WAY.

RECEPTACLES FOR TROLL MOTOR PLUGS
5011-02
12 volt receptacle 2/10ga leads 6"

5011-28
12 volt receptacle 2/8ga leads 6"

5011-03
12/24 volt receptacle 3/10ga leads 6"

5011-38
12/24 volt receptacle 3/8ga leads 6"

5012

Replacement cover for 5011 receptacles.

Troll plugs and receptacles are molded with flexible PVC at
terminal location for easy plug-in alignment. Mounting sur-
face on receptacles is molded with rigid polypropylene. Fits
1 1/8" diameter hole, #10 mounting holes and 2 1/2" x 1
3/4" faceplate.

6006-01

ECONO TROLL PANEL

12 volt panel includes a 20' 2 wire 8ga harness, fused
with our water tight for electrical protection. 2 wire
plug provided to connect fo your 12 volt appliance or
troll motor. 2 1/2" x 6" black panel can be utilized in
trailers, campers and boats.

6009-01

6010-01 TROLL PANELS

Troll motor panel systems are prewired, come with 1
plug for motor and 1 plug for battery charger, an 18' 8
ga 4 wire fused harness and 12' trim harness. Ready
to plug to back of panel with simple installation instruc-
tions. Black panel 2 1/2" x 4" size for standard and 3
1/2" x 8" for deluxe. 6009-01 Deluxe panel also
includes voltmeter, battery check switch and a combina-
tion lighter/map light.
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ONSCAONS

6502 Power Troll Harness 12 volt

6504 Power Troll Harness 12/24 volt

6506 6 ga Power Troll Harness 12/24 Volt
6508 8 ga Power Troll Harness 12/24 Volt

2404

TERMINAL BLOCK

Brings heavy wire connections to one location. Ideal
for use on a 6ga 4 wire troll harness, or as a common
ground point. 7/16" divided positions with #10 screw
terminals.

6502

POWER TROLL HARNESS 12 VOLT

20' 8ga leads black and red. Red has watertite fuse
holder with 30 amp fuse, ring terminals on both wires
for battery. Commonly used for higher amperage draw
applications. See chart for circuit capacity.

6504

POWER TROLL HARNESS 12/24 VOLT

4 8ga leads 20' long with watertite fuseholders on both
red leads. Includes 30 amp fuses and ring terminals for
2 batteries. See chart for circuit capacity.

6ga POWER TROLL HARNESS 12/24V

8ga POWER TROLL HARNESS 12/24V

For heavy duty use. Both have 4 leads 20' long.
40amp circuit breakers on red leads, with mounting ter-
minals for 2 batteries. A 4 position terminal block on
opposite end to attach accessories. See chart for circuit
capacity inside back cover.



5022

MARINCO 3 WIRE PLUG

Used with #5023, plug is great for any heavy duty
application. Often used for charging your troll batteries
or for running troll motors.

5023

MARINCO 3 WAY RECEPTACLE

Many applications for this part can be found. We use
it primarily for 12V or 24V trolling motor hook-up.

5013
RECEPTACLE COVER
Used with #5023 keeps water and dirt out of recepta-

CIE.

5025

MARINCO 4 WIRE PLUG

Black 12/24 volt troll motor plug, internally jumped.
When used with 4 wire 2 battery systems you can get
12 volts from battery #1, or 24 volts from both batter-
ies. Works well on troll motors equipped with a 12/24
volt switch.

5026

MARINCO RED CHARGE PLUG

Plug is internally jumped. When attached to a 12 volt
battery charger and used with a 4 wire troll harness, 2
battery system, both batteries will charge at the same
rate.

5024

MARINCO 4 WAY RECEPTACLE

This receptacle is most often used with larger amp troll
motors. It eliminates the charge/run switch.

5014
RECEPTACLE COVER
Used with #5024 keeps water and dirt out of receptacle.
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